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SPECIFICATION OF THE CERTIFIED PRODUCT 
 
Product data 
Product : surge protective devices 
Trade name : DEHN 
Types : DG S 75 (FM), 

DG S 150 (FM), 
DG S 275 (FM), 
DG S 320 (FM), 
DG S 385 (FM), 
DG S 440 (FM), 
DG S 600 (FM), 
DG S WE 600 (FM) 

Number of ports : One 
SPD design topology : Voltage limiting 
SPD type (and test class) : Type 2 (II) 
Continuous operating voltage (Uc) : See further data 
Nominal discharge current (In 8/20µs) : See further data 
Maximum discharge current (Imax 8/20µs) : See further data 
Voltage protection level (Up) : See further data 
Short-circuit withstand capability (Ip) : See further data 
Maximum overcurrent protection (fuse) : See further data 
Connection : 1,5 mm²-35 mm² solid and stranded 
Mounting method : flush-type, for mounting on top hat rail (EN-50022) 
Degree of protection : IP20 
 

Further data 
Type Part.No. Plugin Uc In Imax Up Ip Fuse 
 module (V) (kA) (kA) (kV) (kA) (A) 
DG S 75(FM) 952071/952091 952011 75 10 40 0,4 50 125 
DG S 150 (FM) 952072/952092 952012 150 15 40 0,7 50 125 
DG S 275 (FM) 952070/952090 952010 275 20 40 1,25 50 125 
DG S 320 (FM) 952073/952093 952013 320 20 40 1,50 25 125 
DG S 385 (FM) 952074/952094 952014 385 20 40 1,75 25 125 
DG S 440 (FM) 952075/952095 952015 440 20 40 2,0 25 125 
DG S 600 (FM) 952076/952096 952016 600 15 30 2,5 25 100 
DG S WE 600 (FM) 952077/952097 952017 600 15 25 3,0 25 100 
 

The surge protective devices may also be provided with remote contacts. 
The type numbers are additional provided with suffix FM. 
Ratings: 
Rated voltage(Un): 250 Vac 250 Vdc 125 Vdc 75 Vdc 
Rated current:  0,5 A  0,1 A  0,2 A  0,5 A 
Connection:  max 1,5 mm² solid or flexible 
 




